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Machine

Working area

Max. Workpiece Weight
Max. Positioning Speed

TRUMATIC L 3030
X-anis 3000 mm
¥-auis 1500 mm
Z-axis 115 mm

T10 kg

axis parallel &0 m/min

simultanecus 85 m/min

Accuracy’

Smallest programmable increment 0.01 mm
Positioning accuracy Pa +0.10 mm
Repeatability Ps +0.03 mm
Control

TRUMPF CHC path control

Dimensions and weights?

basad on Sinumerik
840D

Length (L) 9300 mm
Width (W) 4800 mm
Height {H) 2000 mm
Weight 1500 kg

v hecarding bo Geman staedand number VDWDGD 3441, measumed length is 1 m. 3 :
‘Winrkpisce 10lerances depend (among other things! on the workpiere Type. pee-treaiment, sheet size and location in the wirking aneas
! hpproimabe valees, Precise dala is respadiive selup plan,

Layout
with LifthMaster

TRUMATIC L 4030

4000 mm
2000 mim
115 mm
1250 ko
60 m/fmin

85 m/min

0.01 mm
=010 mm
+0.03 mm

based on Sinumerik
8400

11600 mm
5200 mm
2000 mm

16000 kg

I
H

TRUMATIC L &030

G000 mm
2000 mm
115 mm
1900 kg
&) mfmin

85 m/min

0.01 mm
0,10 mm
=0.03 mmm

based on Sinumerk
2400

16100 mm
5200 mim

2000 mm
21500 kg
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TRUMPF TLF Eﬂzvlasl!ls TLF 2000 TLF 2700 TLF 3200 TLF 4000
RF-excited

Guaranteed max. output 2000'W 2700w 3200w 4000 W
(Programmable in 1 % increments)
Wave length 10,6 pm 10,6 pm 10,6 pm 10,6 pm
Beam mode TEMoo TEM oo TEMoo TEM i
Gating frequency 100Hz-10kHz 100Hz-10kHz  100Hz-10 kHz 100 Hz - 10 kHz
Consumption values
Lasergas  CO, 11th 1lh 11h 11k

N, 6 1th B 1rh B Ifh 6 Ih

He 131tk 13 |/ 13 Ivh 13k
Cutting gas' 500-20001/h  500-2000 ik 500-20000h 500 - 2000 ik
Lazer cooling system closed closed closed closed

system system System system

Electrical consumption values of entire unit! 20 - 40 kW 23 - 50 kW 26 - 53 kW 32-65 kW
! Consingent an sespective application.

* Inifuges suctien, cantrol, RF genevaiar and cooling unit.

Max. Sheet Thickness 20
{mim)
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